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STEEL BRACKETS 
TO TRUCK
8 = M10 X 130MM BOLTS
8 = M10 FLAT WASHERS
8 = M10 SPRING WASHERS

2 = M10 X 40MM BOLTS
4 = M10 FLAT WASHERS
2 = M10 X NYLOC NUTS

2 = M8 X 30MM BOLTS
2 = M8 FLAT WASHERS
2 = M8 SPRING WASHERS

4 = 32MM HRB @ 85MM LONG
4 = 32MM HRB @ 87MM LONG

BULL BAR 
TO BRACKETS
2 = 5MM AL SHIM PLATES

8 = M10 X 35MM BOLTS
8 = M10 FLAT WASHERS
8 = M10 SPRING WASHERS
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Remove cable from bonnet latch to allow 
front grille to be removed.

Cable removed.

DO NOT CLOSE BONNET after cable has 
been removed. Tape latch to prevent bonnet 

from closing.

Open bonnet to gain access to top of grille 
panel. Remove 4 bolts across top holding 

this in place.
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Tape top latch as well to ensure bonnet can 
not be accidently closed.

Front grille after removal.

Front grille will now only be held in by push 
clips. Pull on front grille until it is removed.

Remove 4 bolts from top of front bumper.
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Remove bolts from front bumper located 
below the headlights. 1 either side.

To remove front bumper pull on seam 
between body panel and front bumper. The 
front bumper is held on with push clips at 
these joins and will release when pulled.

Remove 3 screws from inside of wheel arch 
connecting front bumper to wheel arch.

Remove 3 screws from underneath the front 
bumper.
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Remove front bumper and leave aside as 
this will be reinstalled after modifying.

Remove 4 bolts from front of front 
crossmember. It is advised you remove bolts 
and install mounting brackets one at a time.

Plastic shown after cutting.

Trim plastic as shown to gain access to bolts 
in front crossmember.
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Remove airflow panel.

Remove 8mm bolt from top of chassis.Insert 
bracket as shown and bolt into chassis using 

supplied M8 x 30mm with flat washer and 
spring washer.

Cut airflow panel as shown and refit to 
vehicle

Airflow panel pictured.
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Bolt brackets to chassis using supplied HRB 
and M10 X 130mm bolts as shown.

Note: Use 87mm bushes on outside of 
bracket and 85nn bushes on inside of 

bracket.

Mark out cut outs on to plastic panel and cut 
panels.

Measure and mark cut outs for plastic 
bumper. the cut out will have to allow the 

entire bracket to protrude through.

Bolt 2 brackets together with supplied M10 X 
40MM Bolts.
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Lift original bumper back on to vehicle and 
refit all bolts and plastic clips. 

Also fit grille back into place before fitting 
bull bar.

Lift bullbar into place and bolt to chassis 
using supplied M10 x 35MM Bolts.

FINISHED.
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Congratulations YOU HAVE 
FITTED Your NEW

RE835M 
WHITLOCK



Share Your Experience:
We’d love to hear about your experience! Share your feedback 

and photos of your truck with your portrait with the bull bars installed 
by emailing us at sales@whitlockbullbars.com.au 

WHITLOCK BULL BARS TAKE  PRIDE IN PROVIDING HIGH-QUALITY 
BULL BARS THAT NOT ONLY ENHANCE THE LOOK OF YOUR TRUCK 

BUT ALSO PROVIDE UNPARALLELED PROTECTION. 

YOUR FEEDBACK HELPS US IMPROVE OUR PRODUCTS 
AND SERVICES TO BETTER SERVE YOU.

CLIENT 
REVIEWS

FRONT ISOMETRIC

SCAN QR CODE

HAVE 
YOUR SAY


