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MOUNT BRACKETS
8 = 5/8” X 21/2” BOLTS
8 = 5/8” FLAT WASHERS
8 = 5/8” SPRING WASHERS

4 = M12 X 70 1.75P
4 = M12 SPRING WASHERS
4 = M12 FLAT WASHERS
4 = 34MM BUSHES

TOP MOUNT
2 = 168MM ZINC PLATED TOW STUDS
2 = M22 X 110 BOLTS
2 = M22 FLAT WASHERS
2 = 5MM MS WASHERS
2 = TOW STUD CAPS
1 = ADDITIONAL STD FACTORY TOW POINT
4 = M16 x 60 2.0 P GR 10.9
8 - M16 FLAT WASHERS
4 = M16 X 2.0P NYLOC NUTS

HEADLIGHTS
4 = CABLE TIES

HINGES
2 = 5/8” X 21/2” BOLTS
2 = 5/8” FLAT WASHERS
2 = 5/8” NYLOC NUTS
6 = TOW STUD SPACERS

PERSPEX COVERS
12 = M6 X 35 BUTTON HEAD
12 = M6 FLAT WASHERS
12 = M6 NYLOC NUTS
12 = M6 RUBBER WASHERS

ACCESSORIS
2 = TOW STUD CAPS
1 = ADDITIONAL STD FACTORY TOW POINT
4 = 34MM BUSHES
4 = NUT PLATES
6 = 5MM MS TOW STUD SPACERS
2 = 168MM ZINC PLATED TOW STUDS
1 = TOW STUD BOLT SPANNER
1 = STAINLESS NUMBER PLATE GUARD
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Remove the 4 black plastic covers from the 
front of the bumper.

Unplug the headlight loom from the back 
of the headlights. Remove the cable ties 

holding the headlight loom in place (these 
will be replaced at a later step).

Remove the two 13mm nuts bolted to the 
back of the headlights.
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Remove hose and wiring loom from bottom 
bumper clips.

Remove top bolts and bottom nuts from 
front of bumper.

Remove bar and face down onto the ground 
with protection cover underneath. (A blanket 
can be used to ensure no damage is caused 

to the original bumper).
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Remove the 4 bolts from the top of the 
underrun.

Re-fit the original underrun bolts into the top 
of the mount brackets.

Assemble the mounting brackets, there are 
driver and passenger side versions. Ensure 
the large gusset located on the hinge point
is on the inside of the mount bracket when 

mounted to the underrun.

Using the 1/2” X 21/2” and brackets supplied 
install the hinge plate to the mount brackets. 
Install the mounting brackets loosely, ensure

the larger gusset on the hinge point is 
located on the inside of the mount brackets.
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Ensure bottom hoses and wiring loom are 
sitting above the mount hinge.

Remove the plugs from the bottom of the 
underrun with a torx bit to expose 

the riv nuts.
Using the M12 X 70 bolts, spring washers, 

flat washers and four 34mm bushes 
supplied, install them into the riv nuts 
located on the bottom of the underrun.

Install the tow point bracket supplied and 
tighten. Note that spacers are to be placed at 
the bottom of the threaded hole to space the 
bar forward if required - see pages 8 & 13.

ACTUAL TOW STUD SUPPLIED
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Lift bumper back into place.

While the bumper is off the truck, remove air 
vent section of bumper, this will be installed 

later. Remove the 3 nuts at the top of the 
plastic shroud, and the screw on the bottom 
outer part of the shroud. (If the locater lugs 

pull out with the nut re-install back into 
place.)
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Re-install original lower bumper nut.

Re-install original top bumper bolt.

Re-install top and lower plastic caps.
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Re-install original nut and washer to back of 
headlight.

Plug the headlight plug back in and cable tie 
the loom back into place.

Clip the hose and headlight loom into there 
original clips.

Install the two supplied tow studs and 
tighten them up. Fit spacers behind tow stud 
if required to space bar forward to clear cab.
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Current situation

Using fitters tape, tap the bumper and 
the bull bar in these areas to prevent any 

damage to either during installation.
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Lift the bar into place and install supplied 
hinge bolts. (Do not over tighten hinge bolts).

Using a jack stand, lift the bar up align the 
tow stud holes. Lift he bar up a further 

10mm to allow for the bar drop when the 
jacks are released.
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Tighten up the front mount bracket bolts.

Release the jack stand and ensure bar tilts 
and re-aligns with the tow stud holes.

Install plastic caps into tow stud holes, 
these caps sit out from the mount point for 

removal.

Install M22 x 110 flat washer and 5mm steel 
washer.
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Mark the bottom vent shroud 110mm down 
and 180mm in.

Once marked cut along lines and clean up 
with file.

Re-install into original mounting position.

Re-install any lugs that cam out with the nut 
on removal.
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Tilt bar and ensure the bottom vent shroud 
clears the bottom flange of the bar.

Raise bar back into position and re-install 
M22 bolts and washers. Check bar clears 

cab (rock cab to check for interference). Fit 
spacers behind tow studs (see pages 5 & 8) 
if required to space bar forward. Fit plastic 

caps.
FINISHED.
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Congratulations YOU HAVE 
FITTED Your NEW

IV977C 
WHITLOCK



Share Your Experience:
We’d love to hear about your experience! Share your feedback 

and photos of your truck with your portrait with the bull bars installed 
by emailing us at sales@whitlockbullbars.com.au 

WHITLOCK BULL BARS TAKE  PRIDE IN PROVIDING HIGH-QUALITY 
BULL BARS THAT NOT ONLY ENHANCE THE LOOK OF YOUR TRUCK 

BUT ALSO PROVIDE UNPARALLELED PROTECTION. 

YOUR FEEDBACK HELPS US IMPROVE OUR PRODUCTS 
AND SERVICES TO BETTER SERVE YOU.

CLIENT 
REVIEWS

FRONT ISOMETRIC

SCAN QR CODE

HAVE 
YOUR SAY


