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FITTING INSTRUCTIONS WHITLOCK BULL BARS

BOLT KIT

MOUNTING
BRACKETS

8 =5/8” X 2'/*” BOLTS
16 = 5/8” FLAT WASHERS
8 = 5/8” NYLOC NUTS

8 = M16 X 35 GR10.9 BOLTS
8 = M16 FLAT WASHERS

8 = M16 SPRING WASHERS
8 = M16 NYLOC NUTS

6 =M16 X 70 GR10.9 BOLTS
6 = M16 FLAT WASHERS
6 = M16 SPRING WASHERS

4 = M10 X 35 BOLTS
4 = M10 FLAT WASHERS
4 = M10 SPRING WASHERS

2 =M20 X 140MM BOLTS
2 = 7/8 EXTERNAL TOOTH STAR LOCK WASHERS
2 = MM MS WASHERS

HINGES

2 =5/8" X 7'/2” BOLTS
4 = 5/8” FLAT WASHERS
2 =5/8" NYLOC NUTS
2 =30X19 HRB @ 105MM

ACCESSORIES

2 = 290MM DAF XG TOW STUDS

2 = 20MM TOW STUD SPACERS

2 = 65MM MAGNETIC TOW STUD CAPS
2 = CASTER ADAPTOR BRRACKETS

1 = CROSS BRACE STIFFENER

1 = STAINLESS NUMBER PLATE GUARD
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Remove factory cover to expose the tow
point.
Install two tow studs provided.

Remove the eight factory bolts from casting
underneath vehcile body.

Install passenger and driver side brackets
to the eight bolts underneath the truck using
the supplied M16 X 35 bolts (blue) with one
flat washer and one spring washer per bolt
and sit top of bracket over tow stud using
the supplied M10 X 35 bolts (white) with one
flat washer and one spring washer per bolt.

Current situation.
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Install the cross-brace to join the two
brackets together using the supplied
5/8 X 24" bolts with two flat washers and
nyloc per bolt.

Lift bar into posotion using the supplied
105mm long HRB inbetween hinges and
using 5/8 X 772" bolts with two flat washers
and nyloc per bolt.

Lift bar to its upright position and install
M20 X 140mm bolts with 6mm MS washer
and tooth star lock washer as shown.
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Install polished magnetic caps (white)
to hide front bolts.

NOTE: Wire in indicators/park lights
(blue) and light bar tovehicle loom. It is
recommended that this is carried out by
a qualified auto electrician. A loom extension
may be available to connect the vehicle
plug and headlight.

FINISHED.
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Congratulations YOU AV
FITTED Your NEW

DAF1155
WHITLOCK

BULL BAR
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CUSTOMER FEEDBACK PAGE

IF YOU EXPERIENCE ANY ISSUES WITH OUR INSTRUCTIONS

OR FITMENT WITH OUR PRODUCTS,

PLEASE SCAN THE QR CODE TO SUBMIT YOUR ENQUIRY.

Our experienced team
will get back to you.
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CLIENT
REVIEWS

Share Your Experience:
We'd love to hear about your experience! Share your feedback
and photos of your truck with your portrait with the bull bars installed
by emailing us at sales@whitlockbullbars.com.au

SCAN QR CODE

ISOMETRIC

WHITLOCK BULL BARS TAKE PRIDE IN PROVIDING HIGH-QUALITY
BULL BARS THAT NOT ONLY ENHANCE THE LOOK OF YOUR TRUCK
BUT ALSO PROVIDE UNPARALLELED PROTECTION.

YOUR FEEDBACK HELPS US IMPROVE OUR PRODUCTS
AND SERVICES TO BETTER SERVE YOU.




