
MIT1048C
MITSUBISHI FUSO 
SHOGUN FS, FP, FV
2019 ONWARDS 
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TOW BOX
4 = 5M12 X 150 1.25P GR10.9 BOLTS
4 = M12 FLAT WASHERS
4 = M12 SPRING WASHERS

2 = M14 X 75 X 1.25P G12.9 BOLTS
2 = M14 X 1.25 NYLOC NUTS
4 = M14 FLAT WASHERS

4 = M18 X 75 X 1.5P G12.9 BOLTS
4 = M18 X 1.5P NYLOCK NUTS
8 = M18 FLAT WASHERS

2 = M30 X 150 X 3.5P G12.9 ALLEN HEAD
2 = M30 FLAT WASHERS
2 = M30 SPRING WASHERS

2 = 42.5X3.2 HRB @68MM WITH 10MM MS PLATE ASSEMBLY
4 = 30X19 HRB @56MM WITH 10MM MSPLATE ASSEMBLY
2 = 10MM MS TOW BOX BOLT PLATE

LOWER MOUNT 
BRACKETS
4 = 5/8” X 21/2” BOLTS
4 = 5/8” NYLOC NUTS
8 = 5/8” FLAT WASHERS

4 = 5/8” X 51/2” BOLTS
4 = 5/8” NYLOC NUTS
8 = 5/8” FLAT WASHERS

4 = 30X19 HRB @80MM

HINGE
4 = 5/8” X 3” BOLTS
4 = 5/8” NYLOC NUTS
8 = 5/8” FLAT WASHERS

2 = 5/8” X 21/2” BOLTS
2 = 5/8” NYLOC NUTS
2 = 5/8” FLAT WASHERS

2 = 10MM MS - HINGE SPACER X 2

BAR MOUNTING
2 = M24 X 50 BOLTS
2 = M24 EYEBOLT WASHERS
2 = M24 NYLON WASHERS
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Cover removed.

Remove the passenger side cover.

At the rear of the bumper remove the top 
infill screw.

Start by firmly pulling from underneath the 
plastic cover on the front of the bumper.
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At the front of the bumper, locate the 2 
screws holding the headlight surround in 

place.

Remove both the top and bottom headlight 
surround screws on both the passenger and 

driver side.

Pull the headlight surround from the top to 
remove from its clips.

Remove the lower infill screw.
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Current situation.

Remove bolt on the side of the headlight 
cradle.

Underneath the bumper on the outside, 
there are two bolts attaching the bumper to 

a stay arm. Remove these bolts.

Pull the headlight surround at the side to 
completely remove.
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With all the bolts removed lift the bumper
off and put aside.

Current situation.

Remove the 3 chassis rail bolts (2 X M18 and 
1 X M14) located between the crossmember 

and headlights.

Remove the bolts in the front of the bumper.
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Remove the 2 chassis rail bolts (1 X M18 and 
1 X M14) located between the crossmember 

and headlights. This will also remove the 
tow hook.

Rotate and insert chassis bracket, install 
with supplied M14 and M18 bolts. Note that 
there may not be an M14 bolt hole on the 

passenger’s side. If this is the case only use 
the M18 bolts on this side.

Bolts Removed.

Install lower mounting brackets using 
supplied 5/8 bolts and HRB spacers. Do not 
tighten at this stage. The lower mounts are 
able to be moved sideways to a degree to 

align the bar to the truck.
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Fit lower brackets with the hinge spacer 
plates to the outside of the vehicle.

Cut bumper around hinges to allow it to 
clear. The hinges will protrude through the 

bumper.

Fit M12 bolts through the centre with 
the 10mm MS bolt plate inside the cross 
member. Fit the 4 small bush assemblies 
between the cross member and the front 

bumper panel. Fit with the 10mm MS plate 
end of the bushes up against the bumper 

(not the tow box).

With the original bumper refitted to vehicle, 
lift mount into place with supplied 70mm 
bush assemblies. Fit with the 10mm MS 

plate end of the bushes up against the tow 
box (not the chassis bracket) and M30 bolts.
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NOTE: Bar may drop when it is tilted and no 
longer line up with eyebolt holes in mount. 
If this occurs, lift bar back into place and 

hold with trolley jack. Loosen off 1/2” bolts 
through side of steel hinges, this will allow 
the hinges to be adjusted. Jack bar up to 

required height and re tighten hinges.
FINISHED.

Lift bar onto mount and bolt through
front face of bar with supplied M24
eyebolts. With bar held in place by
eyebolts at correct height, fit 5/8”

hinge bolts through hinges and fully
tighten hinge assembely.
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Congratulations YOU HAVE 
FITTED Your NEW

MIT1048C 
WHITLOCK



Share Your Experience:
We’d love to hear about your experience! Share your feedback 

and photos of your truck with your portrait with the bull bars installed 
by emailing us at sales@whitlockbullbars.com.au 

WHITLOCK BULL BARS TAKE  PRIDE IN PROVIDING HIGH-QUALITY 
BULL BARS THAT NOT ONLY ENHANCE THE LOOK OF YOUR TRUCK 

BUT ALSO PROVIDE UNPARALLELED PROTECTION. 

YOUR FEEDBACK HELPS US IMPROVE OUR PRODUCTS 
AND SERVICES TO BETTER SERVE YOU.

CLIENT 
REVIEWS

FRONT ISOMETRIC

SCAN QR CODE

HAVE 
YOUR SAY


